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The aerodynamic interaction between a tandem-rotor helicopter and an amphibious assault ship is in-
vestigated experimentally and computationally. The experiment was conducted in the Army 7- by 0- t
Wind Tunnel at NASA Ames Research Center. Particle Image Velocimetry (PIV) was used to acquire
3-component velocity field measurements of the combined wake of the tandem-rotor helicopter and ship.
The measured velocity fields are compared with calculations from the unsteady, incompressible flow solver
Rot3DC. The Rot3DC simulation closely modeled the experimental installation, including wind tunnel
walls. Comparisons are made for an equivalent full-scale wind speed of 35 knots, model yaw angle of
0 degrees, and different positions of the tandem-rotor helicopter. Comparisons between measured and
calculated velocities are good, demonstrating the potential of Rot3DC in providing airwake information

complementing the measured test matrix.

Int u tion

In 199 during shipboard compatibility trials, a
V- 2 aircraft on the deck of an -class ship, with
rotors turning, experienced an uncommanded roll
in response to another rotorcraft landing upwind of
the V-22. The uncommanded roll of the V-  was
classified as a deficiency requiring correction prior to
operational deployment. To resolve this V-22 Roll-
On-Deck (ROD) problem, the V-22 Integrated Test
Team (ITT) at NAVAIR, launched a comprehensive
multi-phase program consisting of mathematical-
model development and validation in parallel with
full-scale ground-based and shipboard down-wash
surveys and interaction testing. The program led
to the design, implementation and demonstration
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of a successful fix.

One component of the multi-phase program in-
cluded joint NAVAIR/Army/NASA wind tunnel
investigations of the V-  shipboard interactional
aerodynamic phenomenon sponsored by the V-22
Program Office. The ob ectives of the V- 2 ROD
wind tunnel investigations were: ) identify crit-
ical combinations of upwind aircraft position and
wind-over-deck conditions based on measured roll
moment response of an on-deck V- | and 2) quan-
tify the flowfield disturbance generated by the com-
bined wake of the upwind rotorcraft and the ship
for various rotorcraft operating upwind of an on-
deck V-22 for use in an analytical study of the air-
craft dynamic response. The wind tunnel tests were
designed to acquire data for three primary installa-



tions isolated ship, isolated aircraft, and ship plus
on-deck V-22 with upwind rotorcraft. References
[1, 2] describe the first wind tunnel entry (completed
in April 2002) of this joint investigation. Reference
[3] describes measurements of the combined wake
of the ship plus upwind tandem-rotor helicopter, in
addition to limited isolated ship airwake measure-
ments. The second wind tunnel entry, concluded in
November 2003, investigated the combined wake of
the ship and an upwind aircraft, with the upwind
aircraft being either a tilt rotor or a single main-
rotor helicopter. References [4, ] document this
second test. Both wind tunnel entries were con-
ducted in the Army 7- by 10-Foot Wind Tunnel
at NASA Ames Research Center using 1/48th-scale
models.

The focus of this paper is the combined wake of
the ship plus upwind tandem-rotor helicopter. Us-
ing Particle Image Velocimetry (PIV), 3-component
velocity measurements were acquired at several
landing spots along the ship deck for various wind
speeds and ship yaw angles. The wind tunnel is an
ideal environment for acquiring ship airwake data
since the problems of variability in wind, sea state,
and atmospheric conditions that plague full-scale
sea trials do not exist. However, limited test time
and geometric constraints of the model installation
in the tunnel are obstacles to fully exploring the
desired test conditions. A validated analysis that
can fill in gaps of the experimental test matrix is
therefore highly desirable. Progress has been made
in simulating multiple aircraft in a shipboard envi-
ronment. For example, MAST and F IGHT AB,
Refs. [6] and [ ], respectively, are multi-aircraft sim-
ulation tools that have been successfully correlated
with measured full-scale CH-46 downwash surveys
on board an LHA. The full-scale downwash surveys
consisted of discrete anemometer measurements, in
contrast to a plane of velocity measurements ac-
quired during the present small-scale study.

The present investigation uses a subset of the
PIV data from the 7- by 10-Foot Wind Tunnel test
to assess the ability of a low-fidelity analysis tool,
Rot3DC, to predict the velocity fields at a typi-
cal V-22 landing spot on the ship deck. Rot3DC,
(Ref. [8]) is an unsteady, incompressible flow solver
used for rotorcraft applications. For this investi-
gation, Rot3DC uses laminar flow and a Cartesian
grid system that simplifies the problem set-up by ap-
proximating solid surfaces as stair-stepped surfaces.
This grid system results in a compromised model ge-
ometry but provides a computationally economical
solution. Despite the low-fidelity approach, Rot3DC

has proved to be a useful and e cient tool for
predicting trends of rotorcraft aeromechanic phe-
nomena (Ref. [9]). As a precursor to the present
study, Rot3DC calculations were compared with
the measured isolated ship airwake velocity fields
in Ref. [10]. The measured velocity fields were ac-
quired during the isolated ship airwake testing as
described in Refs. [1, 2]. The comparisons were fa-
vorable demonstrating the utility of Rot3DC, albeit
for a less complicated simulation than the present
study.

The remainder of this paper describes the exper-
imental set up, the computational simulation of the
experiment, and the test conditions. Comparisons
between measured and computed velocity fields are
presented at a typical V-22 landing spot on the ship
deck.

F iliva ModelDe ipi

Facility

The tandem-rotor helicopter and ship airwake
data were acquired in the 7- by 10-Foot Wind
Tunnel, a closed circuit wind tunnel operated by
the U. S. Army Aeroflightdynamics Directorate at
NASA Ames Research Center. The test section is
7-ft high and 1 -ft long. The test section width
is initially 10 ft but each sidewall diverges 1/4-
degree to compensate for the effects of boundary
layer growth. The tunnel has a maximum speed of
approximately 350 ft/s. Four high-loss turbulence-
reduction screens are installed in the return duct.
The test section turntable is capable of yaw angles
up to 360 degrees.

Ship

The ship was designed and built at NASA Ames
Research Center and is a low-fidelity 1/48th-scale
model of an LHA amphibious assault ship. Refer-
ence [ ] provides details of the design methodol-
ogy and construction of the model ship. Figure 1
shows the ship installed in the 7- by 10-Foot Wind
Tunnel. The ship was mounted on the turntable 1
inches off-axis in the wind tunnel to accommodate
upwind rotorcraft simulated flight patterns flown off
the port side of the ship. The turntable enabled
model yaw.

The model-scale flight deck has several sets of
markings known as “crow’s foot” markings that
duplicate full-scale markings at each landing spot
(Fig. 2). These markings provide visual cues to the
pilot during shipboard rotorcraft approach, hover,
descent and departure sequences. Each crow’s foot
marking, at full scale, consists of 2 ft-wide white
stripes that extend 10 to 30 ft laterally, forward,




and diagonally inwards from the landing spot cen-
ter. Equivalent line width at model scale is 0.
inches. ach crow’s foot is normally associated with
a set of nose-wheel and landing gear wheel spots.
At model scale, the nose-wheel markings are 1-inch
downstream of each crow’s foot. Numerous landing
spot markings are visible in Fig. 1.

Tandem-Rotor Helicopter

The basic geometry (rotor diameter, solidity,
rotor-rotor position) of a CH-46 provides the pri-
mary dimensions for the tandem-rotor helicopter
model. Characteristic dimensions of the approxi-
mate 1/48th-scale model are provided in Table 1.
The rotor transmissions are radio-controlled model
helicopter tail-rotor assemblies. The three-bladed
hubs have counter-clockwise rotation on the forward
rotor and clockwise rotation on the aft rotor (viewed
from above). The model has rigid hubs with collec-
tive control only (no cyclic pitch control). Differen-
tial collective pitch can be introduced to trim pitch-
ing moment if so desired. Available motor power
limited the tip speed of the model to 1/3 that of
full-scale.

The model was mounted on a 0.7 -inch six-
component Task balance to measure aircraft forces
and moments. Figure 3(a) shows the tandem-rotor
helicopter model, plus fuselage, sting-mounted from
a streamlined strut suspended beneath the tunnel
traverse system. The survey apparatus is computer-
controlled allowing the helicopter to be placed at
any desired position alongside the ship. The stream-
lined strut has a fixed orientation with respect to the
free-stream direction. The sting, however, can be
manually rotated to deliver pre-set yaw angles of the
upwind aircraft. This allows the upwind aircraft to

fly” an approach parallel to the longitudinal axis of
the ship while maintaining minimum aerodynamic
interference from the support hardware. The air-
craft pitch attitude was fixed at zero. The aft rotor
tip-path-plane was horizontal. Figure 3(b) provides
details of the model CH-46 geometry.

n-Deck Tiltrotor
The geometry of the on-deck tilt-rotor model, an
approximate 1/48th-scale model of a V-22  sprey,
is detailed in Ref. [ ]. This on-deck aircraft was
mounted on a fixed pedestal sting attached to the
ship deck so as to position the tilt-rotor at either
anding Spot 7 (Fig. 4) or Landing Spot 8. Dur-
ing the PIV measurements at anding Spot 7, this
model remained mounted at Spot 8, but was nonop-
erational. Any upstream influence of the stationary
(non-rotating) on-deck tilt-rotor on the PIV mea-

surement plane is assumed to be negligible.
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A complete description of the PIV installation is
provided in Ref. [3]. The laser light sheet (  S) was
positioned in the cross-flow plane at a fixed stream-
wise location in the tunnel. The ship was trans-
lated streamwise in order to document the flowfield
at multiple deck locations. This eliminated the need
for multiple camera calibrations. A very large mea-
surement field was required to cover both ship air-
wake and the wake from the rotorcraft flying ap-
proach patterns off the port side of the deck during
other phases of the experiment. The PIV flow field
was therefore centered in the test section despite the
ship being mounted off-axis. The PIV flow field size
was approximately -ft wide by 3-ft high.

A Spectra Physics PIV 400 dual-oscillator
Nd:Yag laser with 350 mJ/pulse at 53 nm wave-
length was used for the PIV measurements. Two
high-resolution Kodak ES 4.0 2k x 2k digital cam-
eras were used in order to provide the desired spa-
tial resolution. These cameras were used in forward
scatter, 30 degrees off-axis, in order to provide op-
timal particle visibility whilst maintaining accept-
able perspective in the image. Each camera was
equipped with a 0 mm f/1.4 Nikkor lens mounted
on motorized rotation and translation stages to sat-
isfy the Scheimpflug focusing condition.

A single Corona Integrated Technologies Vi-
count 000 2. kW Series 180 mineral oil smoke
generator was used to seed the flow. The nomi-
nal LLS thickness was mm. The maximum out-
of-plane particle displacement was kept small (less
than 2 % of the LLS thickness) in order to provide a
strong correlation. In-plane particle displacements
were kept below 4 pixels. nce satisfactory condi-
tions were met, 100 frames of data were acquired for
each test condition. The data were processed with a

4-pixel cross-correlation window. The correspond-
ing spatial resolution of the measurements is 0.8-in
horizontal and 0.4-in vertical (equivalent full-scale
spatial resolutions of 3.4 ft and 1.7 ft, respectively).

lys De ip

The analysis used here is Rot3DC (Rotor 3-
D Code), developed by Sukra Helitek, Inc. to
simulate rotorcraft flow fields. This package ap-
plies special techniques to generate the flow through
the rotor in different flight regimes. Flow char-
acteristics, including rotor wake flows and rotor



performance, computed with this method corre-
late well with available experimental and analyt-
ical databases [8, 12, 13, 14, 1,1, 1, 18, 19].
The technique is versatile, computationally econom-
ical and particularly suitable for configurations with
multiple rotors and for rotor-body interacting flows.
Rot3DC has been used as an analysis tool for com-
plex configurations such as Bell Helicopter s Quad
Tiltrotor [ 0], Boeing’s Dragonfly X- 0 [ ] and to
gain insight into complex aerodynamic phenomena
such as tilt rotor aircraft pitch-up with side slip [9].

Flow Algorithm

For all calculations presented in this paper, the
flow field was assumed to be incompressible and
laminar. The rotor was modeled as a momentum
source [ 4, 1 , 1] in this analysis. To explain
the overall rotor source evaluation procedure, the
unsteady, Cartesian, incompressible, laminar equa-
tions are quoted below.
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where S;, S, and S are the time averaged rotor
source terms per unit volume due to the rotor mo-
tion in the coordinate directions z,y, and z, respec-
tively. S, S;, and S are added to other source
terms that may exist in the flow field. The source
terms are time-averaged for convenience but this is
not a requirement of the method itself. These source
terms denote the rotor-induced force per unit vol-
ume at a point and it is through these terms that
the rotor influence is introduced into the flow field.

At the beginning of the computation the sources are
assumed to be zero and they evolve as the iterations
proceed.

The numerical algorithm for solving the govern-
ing equations of the flow is based on Patankar’s
“SI PLER” algorithm [22]. In this procedure, the
primitive variables, the static pressure and the com-
ponents of velocity, are obtained directly by solv-
ing the mass and momentum conservation equations
(the Navier-Stokes equations).

Rotor Sources

As mentioned earlier, the action of the rotor
blades is modeled in this formulation through the
momentum equation sources (S;, S, and S}) in
the coordinate directions. The strength of the ro-
tor source at a specific location through which the
blade is passing is a function of the local flow condi-
tions, the physical location, and the geometric and
aerodynamic characteristics of the rotor blades. In
functional notation, the time-dependent discretized
source terms can be written as follows:

Sl Si(Cl’Cd7a7_’bs)w’$5y’z’tJC’p’MJReJMJN)
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where i=1, 2, 3 and i denotes the x, y and z di-
rections; C; and Cy are airfoil characteristics of the
rotor blade; and IV is the number of blades.

These source terms are not known a priori and
are a highly desired result of any rotor solution pro-
cedure. The details of the development of these
source terms are available in Refs. [ 4,1 ,1 ].

Time Averaging and Coupling

Next, we consider the time averaging procedure
used to simplify the analysis. As the blades rotate,
they develop a force distribution along the blades.
If F is the resultant aerodynamic force vector on
the blade at a given section, —F is the instanta-
neous force vector acting on a fluid element at any
location (z,y,z), which must be added to the mo-
mentum equation as an external force acting on the
fluid. However, for a time averaged solution, only
a fraction of this force is to be added at a compu-
tational cell. This fraction is determined as follows.
The time taken by the center of the blade element
at a rotational speed of w to traverse one revolution
is

2w
tirev = —
l.rev w ( )
The time the center of a blade element spends in a
given control volume of width A radians is

Af
tap = — 7
ao=" ™



Therefore, the fractional time that the blade ele-
ment spends in a cell is:

Ad

o (8)

tfrac

For a rotor with N blades the time averaged source
term to be added to the momentum equation is

S =(8:,5,,5)

N Af ( ﬁ) ©)

2

The source terms are grid specific and are calculated
from the velocity field of the previous iteration level.
Figure summarizes the coupling of the SI PLER
algorithm and the rotor source term calculations.

C mpu 1 Simul i fE pe ime

The layout of the computational grid, bound-
ary conditions, process for computing aircraft thrust
and computational requirements are described in
the following sections.

Grid

Rot3DC employed a single-block, 3D Cartesian
grid system. This grid system prevents the grid from
fitting precisely around curved surfaces. The ( , Y,
Z) coordinate system was fixed with respect to the
wind tunnel. The origin of the coordinate system
is shown in Fig. . The X-direction (positive in the
freestream direction) is parallel to the wind tunnel
walls. Z is measured positive upwards from the wa-
ter line (i.e., the wind tunnel floor). The single-
block grid (Fig. ) was divided into four sections:
ship grid, CH-46 grid, PIV grid, and the surround-
ing boundary grid. The boundary grid was mod-
eled as a rectangular duct of constant cross-section.
The boundary grid extends 12 ship-widths in front
of and behind the ship. The ship grid zone occu-
pies a volume that contains the ship. Similarly, the
CH-46 grid zone contains the CH-46, and the PIV
grid zone contains the plane matching the location
of the PIV data. For the ship grid zone, the X-grid
has nonuniform grid spacing while a uniform grid
spacing in Y and Z was used. For the ship grid
zone, spacings of 0.38 in<AX< 1. 7in, AY 0.
in, and AZ  0.228 in were used. Within the CH-46
and PIV grid zones, uniform spacing was used. For
the CH-46 grid zone, AX  0.38 in, AY  0.38 in,
and AZ 0. 8inch. Within the PIV zone, AX
0. 7in, AY 0.72in,and AZ 0. 8in were used.
Nonuniform grid spacing was used to smoothly tran-
sition between zones, with finer grid spacing (in X,
Y, and Z) adjacent to zone edges. The maximum

cell width ratio between two adjacent cells in the
ship and CH-46 grid zones was approximately 1.3.
For the three cases simulated for this paper, typi-
cal overall grid dimensions were 1 x173x11 (3.4
million grid points).

The CH-46 fuselage used in the experiment was a
flexible piece of plastic wrapped around the frame of
the model (Fig. 3(a)). The CH-46 geometry used for
the simulation was obtained by scaling the full-scale
CH-46 dimensions by 1/48. The ship geometry was
based on the 1/48th-scale ship dimensions. Initially,
the wind tunnel traverse support members and the
CH-46 sting were modeled, as shown in Fig. 7(a).

ater, because non-body fitted grids were used for
computational e ciency and the number of grid
points allotted to the traverse support members was
severely limited by computational resources, the de-
cision was made to run the simulations with just the
ship, CH-46, and wind tunnel walls (see Fig. 7(b)).

As shown in Fig. 1, the ship is large compared
to the wind tunnel test section. Reference [10] ex-
amined the blockage of the isolated ship by compar-
ing velocity fields at different longitudinal stations
above the ship, with and without wind tunnel walls.
For a ship yaw angle of 0 deg, wall effects account
for an approximate 7.3% increase in the streamwise
velocity component above the deck at Landing Spot
7. The presence of the wind tunnel walls, however,
was found to have minimal effect on the vertical
velocity at the V- rotor tip-path plane height at

anding Spot 7 or 8.

Boundary Conditions

The parallel simulated wind tunnel side walls
were treated as inviscid surfaces since the actual
wind tunnel walls incorporate a small divergence
to account for boundary layer growth. The wind
tunnel ceiling and ground plane do not diverge and
so viscous no-slip conditions were imposed at these
surfaces. At the inlet, free-stream conditions were
imposed. All solid bodies were treated as blocked
cells with no flow through them and viscous, no-slip
conditions applied at the body surface. The outlet
boundary, a plane parallel to the inlet boundary, is
left for the numerical scheme to compute with mass
conservation strictly enforced.

Aircraft Thrust Computation

As mentioned earlier, Rot3DC calculates rotor
thrust using the computed velocity field and tabu-
lated airfoil data for the lift and drag coe cients.
A low Reynolds number airfoil was designed specif-
ically for the model CH-46 rotor blade (Ref. [2]).
Airfoil lift and drag coe cients were calculated us-




ing 2-D analyses. NACA 001 airfoil characteristics
were used to fill in gaps in the C81 table for the low
Reynolds number airfoil.

The following procedure was used to establish
the aircraft thrust coe cient in the simulation. A
collective sweep was performed for the isolated CH-
46 (without fuselage) in hover. The relationship be-
tween rotor thrust coe cient and collective pitch
was defined from this sweep. Next, a CH-46 rotor
collective was chosen based on the collective sweep
computed for hover and the target aircraft thrust
coe cient. The simulation of the CH-46 and ship
in the wind tunnel was then performed at the de-
sired advance ratio. The vertical force on the fuse-
lage was calculated and subtracted from the thrust
generated by the two CH-46 rotors, resulting in the
aircraft thrust. This procedure required 1- itera-
tions to achieve the desired aircraft thrust coe cient
at the desired advance ratio.

Computational Requirements
The time step for one iteration was chosen as
0.01 second. Based on previous experience on mod-
eling isolated ship airwake, each iteration had 10
sub-iterations. Each simulation was run for 13 s of
real time. ne second of real time required approx-
imately 0 hours of CPU time and 1 GB of stor-
age. Unless otherwise specified, solutions presented
in this paper are time averaged over the last 3 sec-
onds of the simulation. For a freestream velocity of
9.7 ft/s, 3 seconds of computation allows a released
particle to travel more than 3 times the ship length.
The total time of the simulation allows for at least
one complete air exchange within the computational
domain. The simulations were run on PCs using a
inux S with .0 GB of memory and a 3.4 GHz
Intel Pentium V processor.

Te C ii

The motivation behind the PIV measurements
was to understand the aerodynamic interactions in-
fluencing an on-deck V-  due to either the iso-
lated ship airwake or the combined wake of the ship
and an additional aircraft operating upwind. Refer-
ence [3] explored these interactions in detail. For the
present study, three test conditions for yaw 0 deg
presented in Ref. [3] are chosen for comparison with
Rot3DC calculations. For all three cases, the CH-46
is located longitudinally at Landing Spot and the
resulting velocity field in a vertical cross-flow plane
at Landing Spot 7 is examined. The plane is coinci-
dent with a plane intersecting the hub centers of a

virtual on-deck V- (Fig. 8). Variations in CH-46
lateral and vertical position are explored.
sing the wind tunnel traverse system, the
tandem-rotor helicopter was positioned using the
geometry shown in Fig. 9. The lateral position of
the CH-46 is presented in terms of b |, where b is
the V- wing span. In Fig. 9,y 0 corresponds to
the CH-46 positioned directly in front of the virtual
V- andy b corresponds to the CH-46 posi-
tioned in front of the virtual V-22 left rotor. Vertical
position of the CH-46 is identified using the CH-46
wheel height over deck (WH D). When the CH-46
nose wheel is on the deck (WH D  0), the aft ro-
tor tip-path-plane of the CH-46 is .0 in (20. 4 ft
full-scale) above the deck.
The helicopter was trimmed to an aircraft CT
of approximately 0.0048 (full-scale gross weight of
0,800 1b) before the PIV data were acquired. The
rotor speed, as mentioned previously, was one-third
full-scale tip speed. Desire to match the full-scale
advance ratio dictated the freestream speed. All
comparisons are made for a freestream velocity of
inf .7 ft/s (35 knots equivalent full-scale).

Re ul

Velocity fields, representing the averaged flow
field over the last 3 sec of the computational sim-
ulation, are presented in the cross-flow plane. The
streamwise (out of plane) velocity component, nor-
malized with the free stream velocity Uinf, is pre-
sented in the form of iso-velocity contours. In-plane
velocity components, scaled with the free stream ve-
locity, are presented as velocity vectors. For the
computed velocity plots, 2 % of the in-plane veloc-
ity vectors are shown for clarity. For the PIV plots

% of the velocity vectors are shown. Since the
flowfield near the V-22 rotors is of particular inter-
est for the V-22 R D problem, the tip-path-plane
of the V-22 rotors, the outline of the ship deck, the
outline of the CH-46 rotors, and the outline of the
superstructure are included as appropriate in figures
to assist in interpreting the flowfield. The CH-46
is located longitudinally at anding Spot for all
three cases examined. All dimensions are presented
in full-scale equivalent coordinates.

CH46 WH D 10ft,y (b )

Figure 10 shows the evolution of the aircraft
thrust coe cient for the 13 s simulation of the CH-
46 operating at a WH D of 10 ft and nose wheel
location of y (b/2). For comparison, the thrust
from each rotor as well as the combined thrust from
both rotors is also shown. The download generated




by the rotors can be determined by subtracting the
aircraft thrust from the combined thrust of both ro-
tors. The download is approximately 10% of the
total rotor thrust. After 2 seconds, the calculated
aircraft thrust coe cient has reached a steady value
of approximately 0.004 which is about 2% higher
than the experimental value of 0.0048.

Figure 1 presents the time-averaged calculated
flow field at Landing Spots 7 and 8 (the usual land-
ing locations for the V- ). The cross-flow planes in
Fig. 1 intersect the hubs of a virtual on-deck V-22
positioned at either Landing Spot 7 or 8. The wake
of both the ship superstructure and the CH-46 are
noticeably weaker at anding Spot 8 compared with

anding Spot 7.

Figures 12(a) and 12(b) show the calculated
and measured velocities, respectively, in a cross-flow
plane intersecting the hubs of a virtual on-deck V-22
at Landing Spot 7. In addition to the outline of the
ship deck and superstructure, the fore and aft rotor
disks of the tandem-rotor helicopter are also shown.
The downwash imposed on an on-deck tilt-rotor at
Spot 7 can be determined by identifying the position
of the left and right V-  rotors in black. A wheel
height of 10 ft for the CH-46 corresponds to the aft
rotor tip-path-plane being at a full-scale height of
30. 4 feet. Both the calculated and measured flow
fields show a single counter-rotating vortex pair gen-
erated by the CH-46. ach rotor disk of the tandem-
rotor helicopter is assumed to generate a wake that
resembles, in many respects, the wake from a fixed
wing. Unlike the tightly rolled up tip vortices that
form downstream from a fixed-wing aircraft, each
rotor disk is assumed to generate a pair of “super
vortices”. These vortices are much larger in physi-
cal size and are assumed to take longer for complete
roll-up to occur than for a fixed wing aircraft. Due
to the proximity of the two rotor disks, the tandem-
rotor helicopter generates only a single pair of super
vortices. For both the calculated and measured re-
sults, the starboard super vortex is weaker than the
port super vortex. The starboard super vortex is
located above the port edge of the deck and viscous
forces (the deck boundary layer) will dissipate the
rotational energy of this vortex.

The calculated wake, Fig. 12(a), appears slightly
higher than the measured wake shown in Fig. 1 (b).
Figure 1 (b) shows the measured wake is located
symmetrically downstream from the generating air-
craft. The widths of the calculated and measured
wake are both greater than the CH-46 diameter.
The measured wake has expanded more than the
calculated wake. The effect of the vertical strut sup-

porting the CH-46 appears as a defect in the mea-
sured velocity field. Recall that the simulation does
not include any of the traverse support members.
The location of the vertical support obstructed the
view of one of the PIV cameras. Hence, data down-
stream of the superstructure could not be acquired.

Figure 13 shows the calculated and measured
vertical velocity at the virtual V-  tip-path-plane
height for Landing Spots 7 and 8. Velocities ex-
tracted at 2. s and .0 s into the simulation are
also presented for Landing Spot 7. Although there
are noticeable differences between the instantaneous
and the averaged velocity profiles in the wake of
the ship superstructure, there are only minor dif-
ferences in the wake of the CH-46. The helicopter
wake, for this condition, approaches a steady con-
dition 2. sec into the simulation. At Landing Spot
7, the starboard vortex of the CH-46 wake imposes
a downwash at the V-22 left rotor, creating a left-
wing down rolling moment of the V-22. By compar-
ing the peak-to-peak velocity difference of the star-
board vortex to that of the port vortex, we see that
the difference in strength between the two vortices is
more pronounced for the calculated flow field com-
pared to the measurements. In addition, the port
vortex in the measured flow field is farther to the left
than in the simulation but the calculated strength is
in good agreement with measurements. The calcu-
lated position of the starboard vortex matches the
measured location, although the strength is under-
predicted. In summary, however, the calculated ver-
tical velocity matches the measurements reasonably
well. At Landing Spot 8, the strength of the calcu-
lated supervortices is about half compared to their
strength at Landing Spot 7. Figure 1 and Fig. 13
show that the starboard vortex is further to the right
at Landing Spot 8 compared with Landing Spot 7.
The vortex movement could be caused by either en-
trainment into the superstructure wake or the image
vortex in the deck (once the vortex moves above the
deck).

CH-46 WH D 4b )

Figure 14 is similar to Fig. 1 except that the
CH-46 is now positioned further to port at y
4(b/2). The wake of the CH-46 is now completely
clear of the ship. Figures 1 (a) and 1 (b) show the
calculated and measured velocity fields. Figure 1
shows strong entrainment into the superstructure
wake. The wake from the helicopter is shown off the
port side of the deck. The calculated flowfield shown
in Fig. 1 (a) shows very little downwash from the
rotor wake above the deck. Experimental measure-

10 ft, y




ments above the ship deck were not obtained due to
one of the PIV cameras having an obstructed view
(Fig. 1 (b)).

Figure 1 shows the calculated and measured
vertical velocity at the virtual V-  tip-path-plane
height. Like Fig. 13, Fig. 1 shows that the CH-46
wake at anding Spot 7 is steady after 2. s of the
simulation. By moving the CH-46 to the y 4(b/2)
location, the starboard vortex now creates a weak
upwash at the V-22 left rotor. The CH-46 rotor
wake has become more symmetric because the star-
board super vortex is no longer affected by the deck
boundary layer. Note that the starboard and port
vortices in Fig. 1 are closer in strength compared
to the case of Fig. 13. This holds true for both the
calculated and measured flowfields. The calculated
and measured positions of the starboard vortex are
in good agreement. The measured port vortex, how-
ever, remains further to the left of the calculated
vortex (similar to Fig. 13). At Landing Spot 8, the
calculation shows that the strength of the vortices is
reduced compared to Landing Spot 7 and the wake
has expanded slightly.

CH-46 WH D 40ft,y (b )

Figure 1 is similar to Fig. 1 except that the
CH-46 height above deck has been increased by 30
ft full-scale. Figure 18 compares the calculated and
measured flowfields. The calculated wake shown in
Fig. 18(a) is noticeably higher and narrower than
the measured wake in Fig. 18(b). The calculated
lateral location of the starboard vortex, however, is
in fair agreement with the measurements. The mea-
sured wake shows the starboard supervortex just
above the left V-22 rotor causing a strong downwash
through the left rotor; calculations show a much
smaller downwash. Comparing Figs. 1 and 8,
we find that an increase in the CH-46 WH D of
30 ft causes an increase in height of approximately
3 ft and 2 ft, respectively, for the calculated and
measured wake.

Figure 19 shows vertical velocity profiles at the
tip-path-plane height of the virtual V- . The in-
stantaneous velocity profiles at anding Spot 7 are
indistinguishable from the average velocity profile in
the CH-46 wake. The calculated wake at Landing
Spot 7 is offset both vertically and laterally com-
pared to the measured wake, hence the calculated
and measured vertical velocity profile do not agree.

Figure 20 shows velocity profiles at several
heights above the deck including the V-  tip-path
plane height of 20.8 ft shown in Fig. 19. Figure 20
shows that at a height of 0.8 ft above the deck,

the calculated vertical velocity profile is similar to
the measured profile acquired at 20.8 feet above the
deck. The reason for the discrepancy between the
calculated and measured wake heights is unclear.
Rot3DC has been used in the past to successfully
predict wake trajectories of full-scale helicopters.
Therefore, there may be an effect of scale on the cal-
culated wake skew angle or the problem may reside
in the experimental data. An investigation of wake
skew angle as a function of aircraft height above
deck may help shed light on the problem. Currently,
there is insu cient information to identify the rea-
son for the disagreement.

C

The aerodynamic interaction between a tandem-
rotor helicopter and an amphibious assault ship
was investigated experimentally and computation-
ally. Flow field comparisons are made for an equiv-
alent full-scale wind speed of 35 knots, model yaw
angle of 0 degrees, and three different positions of
the tandem-rotor helicopter. Comparisons between
measured and calculated velocities at the tip-path-
plane height of a virtual on-deck V-22 are good when
the helicopter wheel-height above deck is 10 feet.
The location and strength of the super-vortex pair
generated by the helicopter is predicted well enough
to provide airwake information complementing the
measured test matrix for this wheel height. For a
helicopter wheel height of 40 ft, however, the calcu-
lated wake does not descend as rapidly as the mea-
sured wake.
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Table 1 Full-Scale and Model-Scale Tandem-Rotor Helicopter Properties.

ul -Scale Model-Scale
No. of rotors
No. blades per rotor 3 3
Rotor radius (in) 30 .0 3
Blade tip chord (in) 8. 0.3
Rotor solidity 0.0 8 0.0
Rotor RPM (100 %) 64 4 4
Tip speed (ft/s) 70 33
Blade tip Reynolds number .03 x 10° 46,370




Figure 1  /48th-scale amphibious assault ship installed in the Army 7- by 10-Foot Wind Tunnel at NASA
Ames.
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Figure 2: Landing spot locations on the 1/48th-scale amphibious assault ship (measurements shown in
inches).
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igure  Schematic of grid boundaries for computational simulation.
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igure : Eperimental set-up as modeled in the computational simulation (wind tunnel walls modeled
but not shown).



Figure 8: LLS location in wind tunnel. Virtual on deck V-22 at Spot 7. Ship and tandem-rotor helicopter
model yaw 0 deg.

Figure 9: Geometry for mapping position of rotorcraft near or on the ship.
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Figure 10 Time history of CH-46 thrust coe cient for yaw 0 deg, Uinf 9.7 ft/s (35 kts full-scale
equivalent). CH-46 longitudinal location anding Spot , lateral offset (b ), WH D 10 ft.
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Figure 11 Calculated streamwise velocity component for yaw 0 deg, inf .7 ft/s (35 kts full scale
equivalent). CH-46 longitudinal location anding Spot , lateral offset (b/2), WH D 10 ft.
Calculations shown for Landing Spots 7 and 8.
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offset =2b ), WHOD = 0 ft. View looking upstream.
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Figure 13 Comparison between calculated and measured vertical velocity for yaw 0 deg, Uinf .7

ft/s (35 kts full-scale equivalent). CH-46 longitudinal location anding Spot , lateral offset (b ),
WH D 10 ft.
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Figure 14 Calculated streamwise velocity component for yaw 0 deg, inf .7 ft/s (35 kts full scale
equivalent). CH-46 longitudinal location anding Spot , lateral offset  4(b/2), WH D 10 ft.
Calculations shown for Landing Spots 7 and 8.
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Figure 1 Comparison between calculated and measured vertical velocity for yaw 0 deg, Uinf .7
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Figure 17: Calculated streamwise velocity component for yaw 0 deg, inf .7 ft/s (35 kts full scale
equivalent). CH-46 longitudinal location anding Spot , lateral offset (b/2), WH D 40 ft.
Calculations shown for Landing Spots 7 and 8.
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